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Elcometer Digital Inspection Kit

These digital inspection kits have been 
specifically designed to undertake the 
three principal inspection requirements 
in the Protective and Industrial Coatings 
Industry – climate, surface profile and dry 
film thickness.  Ideal for ‘paperless’ quality 
assurance systems the kits come complete 
with ElcoMaster™ Data Management 
Software for professional reporting and 
analysis.

Two inspection kits are available (Basic & 
Top) to meet your specific needs.

Measurement parameters include:

• Surface profile

• Climatic conditions

• Coating thickness

compatible with

ElcoMaster™

available with

wireless technology
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Digital Inspection Kit

Technical Specification

Part Number Description 
YKIT-DIGITAL-B Elcometer Basic Digital Inspection Kit (F)
YKIT-DIGITAL-T Elcometer Top Digital Inspection Kit (F)
YKIT-DIGITALFNF-B Elcometer Basic Digital Inspection Kit (FNF)
YKIT-DIGITALFNF-T Elcometer Top Digital Inspection Kit (FNF)

Contents

Model Description Basic Top
Elcometer 224 Integral Digital Surface Profile Gauge Model B Model T

Elcometer 319 Digital Dewpoint Meter Standard Top

Elcometer 319 External Magnetic Surface Probe ■

Elcometer 456 Ferrous/FNF Separate Coating Thickness Gauge Model B Model T

Elcometer 456 Ferrous/FNF Standard Separate Probe: Scale 1 ■ ■

Elcometer 456 Ferrous/FNF PINIP Probe: Scale 1 □ □
ElcoMaster™ Data Management Software and USB Cable ■

□ Space in kit to fit, but not supplied. Order separately if required.


